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§27.1587

§27.1587 Performance information.

(a) The Rotorcraft Flight Manual
must contain the following informa-
tion, determined in accordance with
§§27.49 through 27.87 and 27.143(c) and
(d):

(1) Enough information to determine
the limiting height-speed envelope.

(2) Information relative to—

(i) The steady rates of climb and de-
scent, in-ground effect and out-of-
ground effect hovering ceilings, to-
gether with the corresponding air-
speeds and other pertinent information
including the calculated effects of alti-
tude and temperatures;

(ii) The maximum weight for each al-
titude and temperature condition at
which the rotorcraft can safely hover
in-ground effect and out-of-ground ef-
fect in winds of not less than 17 knots
from all azimuths. These data must be
clearly referenced to the appropriate
hover charts. In addition, if there are
other combinations of weight, altitude
and temperature for which perform-
ance information is provided and at
which the rotorcraft cannot land and
take off safely with the maximum wind
value, those portions of the operating
envelope and the appropriate safe wind
conditions must be stated in the Rotor-
craft Flight Manual;

(iii) For reciprocating engine-pow-
ered rotorcraft, the maximum atmos-
pheric temperature at which compli-
ance with the cooling provisions of
§§27.1041 through 27.1045 is shown; and

(iv) Glide distance as a function of al-
titude when autorotating at the speeds
and conditions for minimum rate of de-
scent and best glide as determined in
§27.71.

(b) The Rotorcraft Flight Manual
must contain—

(1) In its performance information
section any pertinent information con-
cerning the takeoff weights and alti-
tudes used in compliance with §27.51;
and
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(2) The horizontal takeoff distance
determined in accordance with
§27.65(a)(2)(1).

(Secs. 313(a), 601, 603, 604, and 605 of the Fed-
eral Aviation Act of 1958 (49 U.S.C. 1354(a),
1421, 1423, 1424, and 1425); and sec. 6(c) of the
Dept. of Transportation Act (49 U.S.C.
1655(¢)))

[Doc. No. 5074, 29 FR 15695, Nov. 24, 1964, as
amended by Amdt. 27-14, 43 FR 2326, Jan. 16,
1978; Amdt. 27-21, 49 FR 44435, Nov. 6, 1984;
Amdt. 2744, 73 FR 11000, Feb. 29, 2008; 73 FR
33876, June 16, 2008]

§27.1589 Loading information.

There must be loading instructions
for each possible loading condition be-
tween the maximum and minimum
weights determined under §27.25 that
can result in a center of gravity beyond
any extreme prescribed in §27.27, as-
suming any probable occupant weights.

APPENDIX A TO PART 27—INSTRUCTIONS
FOR CONTINUED AIRWORTHINESS

A27.1 General.

(a) This appendix specifies requirements
for the preparation of Instructions for Con-
tinued Airworthiness as required by §27.1529.

(b) The Instructions for Continued Air-
worthiness for each rotorcraft must include
the Instructions for Continued Airworthiness
for each engine and rotor (hereinafter des-
ignated ‘products’), for each appliance re-
quired by this chapter, and any required in-
formation relating to the interface of those
appliances and products with the rotorcraft.
If Instructions for Continued Airworthiness
are not supplied by the manufacturer of an
appliance or product installed in the rotor-
craft, the Instructions for Continued Air-
worthiness for the rotorcraft must include
the information essential to the continued
airworthiness of the rotorcraft.

(c) The applicant must submit to the FAA
a program to show how changes to the In-
structions for Continued Airworthiness made
by the applicant or by the manufacturers of
products and appliances installed in the
rotorcraft will be distributed.

A27.2 Format.

(a) The Instructions for Continued Air-
worthiness must be in the form of a manual
or manuals as appropriate for the quantity
of data to be provided.

(b) The format of the manual or manuals
must provide for a practical arrangement.
A27.3 Content.

The contents of the manual or manuals
must be prepared in the English language.
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The Instructions for Continued Airworthi-
ness must contain the following manuals or
sections, as appropriate, and information:

(a) Rotorcraft maintenance manual or section.
(1) Introduction information that includes an
explanation of the rotorcraft’s features and
data to the extent necessary for mainte-
nance or preventive maintenance.

(2) A description of the rotorcraft and its
systems and installations including its en-
gines, rotors, and appliances.

(3) Basic control and operation information
describing how the rotorcraft components
and systems are controlled and how they op-
erate, including any special procedures and
limitations that apply.

(4) Servicing information that covers de-
tails regarding servicing points, capacities of
tanks, reservoirs, types of fluids to be used,
pressures applicable to the various systems,
location of access panels for inspection and
servicing, locations of lubrication points, the
lubricants to be used, equipment required for
servicing, tow instructions and limitations,
mooring, jacking, and leveling information.

(b) Maintenance instructions. (1) Scheduling
information for each part of the rotorcraft
and its engines, auxiliary power units, ro-
tors, accessories, instruments and equipment
that provides the recommended periods at
which they should be cleaned, inspected, ad-
justed, tested, and lubricated, and the degree
of inspection, the applicable wear tolerances,
and work recommended at these periods.
However, the applicant may refer to an ac-
cessory, instrument, or equipment manufac-
turer as the source of this information if the
applicant shows the item has an exception-
ally high degree of complexity requiring spe-
cialized maintenance techniques, test equip-
ment, or expertise. The recommended over-
haul periods and necessary cross references
to the Airworthiness Limitations section of
the manual must also be included. In addi-
tion, the applicant must include an inspec-
tion program that includes the frequency
and extent of the inspections necessary to
provide for the continued airworthiness of
the rotorcraft.

(2) Troubleshooting information describing
problem malfunctions, how to recognize
those malfunctions, and the remedial action
for those malfunctions.

(3) Information describing the order and
method of removing and replacing products
and parts with any necessary precautions to
be taken.

(4) Other general procedural instructions
including procedures for system testing dur-
ing ground running, symmetry checks,
weighing and determining the center of grav-
ity, lifting and shoring, and storage limita-
tions.

(c) Diagrams of structural access plates
and information needed to gain access for in-
spections when access plates are not pro-
vided.
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(d) Details for the application of special in-
spection techniques including radiographic
and ultrasonic testing where such processes
are specified.

(e) Information needed to apply protective
treatments to the structure after inspection.

(f) All data relative to structural fasteners
such as identification, discarded rec-
ommendations, and torque values.

(g) A list of special tools needed.

A27.4 Airworthiness Limitations section.

The Instructions for Continued Airworthi-
ness must contain a section, titled Air-
worthiness Limitations that is segregated
and clearly distinguishable from the rest of
the document. This section must set forth
each mandatory replacement time, struc-
tural inspection interval, and related struc-
tural inspection procedure approved under
§27.571. If the Instructions for Continued Air-
worthiness consist of multiple documents,
the section required by this paragraph must
be included in the principal manual. This
section must contain a legible statement in
a prominent location that reads: ‘“The Air-
worthiness Limitations section is FAA ap-
proved and specifies inspections and other
maintenance required under §§43.16 and
91.403 of the Federal Aviation Regulations
unless an alternative program has been FAA
approved.”

[Amdt. 27-18, 45 FR 60177, Sept. 11, 1980, as
amended by Amdt. 27-24, 54 FR 34329, Aug. 18,
1989]

EFFECTIVE DATE NOTE: By Amdt. 27-47, 76
FR 74663, Dec. 1, 2011, the second sentence of
section A.27.4 of appendix A to part 27 was
amended by removing the phrase ‘‘approved
under §27.571” and adding the phrase ‘‘re-
quired for type certification” in its place, ef-
fective Jan. 30, 2012.

APPENDIX B TO PART 27—AIRWORTHI-
NESS CRITERIA FOR HELICOPTER IN-
STRUMENT FLIGHT

I. General. A normal category helicopter
may not be type certificated for operation
under the instrument flight rules (IFR) of
this chapter unless it meets the design and
installation requirements contained in this
appendix.

II. Definitions. (a) Vy; means instrument
climb speed, utilized instead of Vy for com-
pliance with the climb requirements for in-
strument flight.

(b) Vner means instrument flight never ex-
ceed speed, utilized instead of Vng for com-
pliance with maximum limit speed require-
ments for instrument flight.

(¢) Vmii means instrument flight min-
imum speed, utilized in complying with min-
imum limit speed requirements for instru-
ment flight.
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